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WALL MOUNTED DEDICATED OUTLET

WALL MOUNTED QUAD OUTLET

FLUSH FLOOR MOUNTED DUPLEX OUTLET

FLUSH FLOOR MOUNTED WIRED JUNCTION BOX

WALL MOUNTED JUNCTION BOX

FLUSH FLOOR MOUNTED TELEPHONE OUTLET

FLUSH FLOOR MOUNTED DATA OUTLET

FLUSH FLOOR MOUNTED TELEPHONE/DATA OUTLET

WALL MOUNTED TELEPHONE OUTLET

WALL MOUNTED DATA OUTLET

WALL MOUNTED TELEPHONE/DATA OUTLET

WALL MOUNTED CARD READER

WALL MOUNTED PUSH BUTTON

WALL MOUNTED THERMOSTAT

FLOOR WHIP - DATA/POWER

WALL WHIP - DATA/POWERAV FLOOR MOUNTED JUNCTION BOX

FLOOR MOUNTED QUAD OUTLET

AREA NOT IN CONTRACT
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EQUIPMENT DESIGNATIONX

FURNITURE MOUNTED DUPLEX OUTLET

FURNITURE MOUNTED TELEPHONE/DATA OUTLET

ANNOTATIONS AND DEFINITIONS

KEY NOTESSHEET NOTESPOWER & SIGNAL LEGENDEQUIPMENT SCHEDULE

FURNISH: SUPPLY AND DELIVER TO PROJECT SITE READY FOR UNLOADING, UNPACKING & INSTALLATION.
INSTALL: OPERATIONS ON PROJECT SITE INCL. UNLOADING, TEMP. STORING, UNPACKING, INSTALLING, ASSEMBLING, PLACING, ANCHORING,

APPLYING, FINISHING, PROTECTING, CLEANING ETC.
PROVIDE: FURNISH AND INSTALL, COMPLETE READY FOR THE INTENDED USE.

D - DENOTES DEMOLITION
E - DENOTES EXISTING TO REMAIN
R - DENOTES RELOCATED

    GFI - DENOTES GROUND FAULT INTERRUPT
+42" - INDICATES MOUNTING HEIGHT A.F.F.

FLOOR MONUMENT - POWER

# OF TEL/DATA & POWER DROPS

# OF TEL/DATA & POWER DROPS

1. SEE AN-SHEET SERIES FOR ADDITIONAL NOTES AND ABBREVIATIONS.
2. SEE ENGINEERING DRAWINGS FOR ADDITIONAL INFORMATION.
3. G.C. TO COORDINATE ALL FINAL FLOOR CORE LOCATIONS WITH FURNITURE VENDOR, OWNER AND ARCHITECT PRIOR TO START OF WORK. ALL

FLOOR AND WALL CORING SHALL BE SCHEDULED DURING OFF HOURS UNLESS OTHERWISE ALLOWED BY OWNER.
4. G.C. TO MAINTAIN EXISTING UL FIRE RATED ASSEMBLY FOR ALL PENETRATIONS.
5. ALL NEW COVER PLATES, STROBES, SWITCHES, AND PLUGS, ETC. TO BE WHITE AT PAINTED AND FABRIC WALL AREAS U.O.N. ALL COVER

PLATES AT WOOD VENEER WALLS TO BE DARK BROWN U.O.N. REPLACE EXISTING COVER PLATES, PLUGS, SWITCHES, ETC. WITH NEW.
SUBMIT COLOR SELECTION TO ARCHITECT PRIOR TO START OF WORK.

6. WHERE DEVICES ARE SHOWN BACK TO BACK, OFFSET AS REQUIRED TO COMPENSATE FOR BOX AND STUD DIMENSIONS.  USE CENTER POINT
BETWEEN DEVICE LOCATIONS AS REFERENCE POINT FOR LOCATION DIMENSION U.O.N.

7. COORDINATE DEVICE LOCATIONS PRIOR TO START OF WORK INCLUDING, BUT NOT LIMITED TO,  THE FOLLOWING CONDITIONS SYSTEM
FURNITURE LAYOUT, FREE STANDING AND BUILT-IN FURNITURE, MILLWORK , STRUCTURAL COLUMN LINES AT 'POKE-THROUGH' LOCATIONS
&  FACE OF FINISH AT PARTITIONS AND FLOOR.  WHERE APPLICABLE CONDUCT PRE-INSTALLATION CONFERENCE.

8. WHERE 'WHIPS' ARE SCHEDULED FOR SYSTEM FURNITURE, PROVIDE COMPLETE CODE COMPLIANT INSTALLATION INCLUDING, BUT NOT
LIMITED TO 'WHIP' MUST BE VISIBLE AND READILY ACCESSIBLE, SYSTEM FURNITURE 'WHIP' INSTALLATION, HOOK UP AND ACTIVATION
SHALL COMPLY WITH LOCAL LABOR LAWS AND JURISDICTION REQUIREMENTS INCLUDING UL., LOCATE 'WHIP' OUTSIDE CLEAR ZONES
REQUIRED FOR CIRCULATION, ADA ACCESSIBLE  ROUTES AND EXIT PATH.

9. FUTURE VENDOR SHALL COORDINATE FURNITURE INSTALLATION WITH POWER/SIGNAL DEVICE LOCATIONS.
10. PROVIDE 3” MINIMUM CLEAR BETWEEN FLOOR MONUMENTS AND PARTITION.
11. PROVIDE NEMA RECEPTACLE TYPES BASED ON ELECTRICAL AND COMMUNICATION EQUIPMENT SPECIFICATIONS AS COORDINATED PRIOR

TO START OF WORK
12. FOR DEDICATED OUTLETS AND RECEPTACLE MOUNTING HEIGHTS DESIGNED FOR SPECIAL EQUIPMENT, HEIGHT SHALL BE MEASURED FORM

THE FINISHED FLOOR TO THE CENTERLINE OF THE OUTLET MOUNTED VERTICALLY, UNLESS NOTED OTHERWISE. RECEPTACLE, SWITCH AND
OUTLET MOUNTING HEIGHT DIMENSIONS ARE MEASURED FROM FINISHED FLOOR TO OUTLET CENTERLINE MOUNTED VERTICALLY.

13. PRIOR TO START OF WORK VERIFY AND COORDINATE ELECTRICAL BUS DUCT AND CONDUIT, RISER AND HORIZONTAL ROUTING, RUN
LOCATIONS, CIRCUITING AND WIRING FOR NEW WORK TO VALIDATE REQUIRED HEIGHT AND WIDTH CLEARANCES BASED ON AS-BUILT
FIELD CONDITIONS.

14. ALL ELECTRICAL WORK AND MATERIALS SHALL BE IN COMPLIANCE WITH THE CURRENT RULES AND REGULATIONS OF THE NATIONAL
BOARD OF FIRE UNDERWRITERS, THE STATE FIRE MARSHALL, THE SAFETY ORDERS OF THE DIVISION OF INDUSTRIAL SAFETY, DEPARTMENT
OF INDUSTRIAL RELATIONS AND APPLICABLE CODES. ALL EQUIPMENT SHALL BE UL LABELED.

15. BUILDING SERVICES AND UTILITY DISRUPTIONS TO THE BUILDING, INCLUDING ADJACENT TENANTS IN MULTI-TENANT BUILDINGS ARE NOT
PERMITTED DURING NORMAL BUSINESS HOURS. ALL FIRE / LIFE SAFETY SYSTEMS SHALL REMAIN OPERATIONAL DURING DEMOLITION AND
CONSTRUCTION ACTIVITIES DURING NORMAL BUSINESS HOURS. FOR TEMPORARY DISRUPTIONS LIMITED TO THE AREA OR WORK, AFTER
HOURS AS NEEDED TO COMPLETE THE WORK, SCHEDULE DAY AND TIME WITH OWNER IN ADVANCE, IN WRITING ON AN OVERTIME BASIS.
REESTABLISH ALL BUILDING SERVICES AND UTILITIES AT CONCLUSION OF TEMPORARY SHUT OFF, AS SOON AS PRACTICAL.

16. CONTROL DEVICES TO BE MOUNTED AT 1100 MM AFF TYP.
17. T-STATS AND FIRE ALARMS TO BE MOUNTED AT 1100 MM AFF TYP.
18. CONVENIENCE POWER TO BE MOUNTED AT 18" AFF U.N.O. TYP.

ELECTRIC HINGE

SEE ELECTRICAL FOR EQUIPMENT SCHEDULE
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NO. DESCRIPTION
207 EXISTING FIRE ALARM PULL STATION AT TENANT SIDE TO REMAIN; ADD AT STAIRWAY SIDE: (1) CARD

READER; REPLACE EXISTING MORTISE SET WITH AN ELECTRIFIED MORTISE; REPLACE ONE HINGE WITH
AN ELECTRIC TRANSFER HINGE; PROVIDE NEW DOOR PREPPED FOR ELECTRIC TRANSFER HINGE AND
ELECTRIFIED MORTISE HARDWARE. DOOR SIZE: 48" X 96" VIF, HOLLOW-METAL, PAINTED, 90-MINUTE
FIRE LABEL. PROVIDE SHOP DRAWINGS OF NEW DOOR / HARDWARE / CARD READER ETC TO MaRS FOR
REVIEW / APPROVAL PRIOR TO INSTALLATION

35 35 LANDLORD REVIEW JAN 13, 2017
44 ISSUED FOR CONSTRUCTION FEB 14, 2017
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And one more note to add.....19. ONSITE CHECKWILL BE REQUIRED TO VERIFY ADEQUATE CONSTRUCTION CLEARANCES WITHOUT IMPACTING EXISTING FACILITIES.
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